
Customer 1

Srem

System

10.130.240.2

(Far-end)

 port 1/1/20

        description 

"relacja_s_d_srem"

        ethernet

        exit

        no shutdown

    exit

Port configuration

Router configuration

   ospf

            traffic-engineering

            area 0.0.0.0

                interface "system"

                exit

                interface "rel_s_d_srem"

                exit

exit

exit

Ospf configuration

 port 1/1/24

        description 

"zarzadzanie"

        ethernet

        exit

        no shutdown

    exit

 port 1/1/4

        ethernet

            mode access 

            access

            exit

        exit

        no shutdown

    exit

router 

interface "rel_s_d_srem"

            address 10.130.16.33/29

            port 1/1/20

         exit

  static-route 0.0.0.0/0 next-hop 10.130.0.254

router 

 interface "zarzadzanie"

            address 10.130.0.1/24

            port 1/1/24

        exit

router  

interface "system"

            address 10.130.240.1/32

        exit

Mpls configuration

  mpls

            interface "system"

            exit

                             interface "rel_s_d_srem"

            exit

            path "sciezka"

                no shutdown

            exit

            lsp "do_s_d_srem"

                to 10.130.240.2

                cspf

                fast-reroute one-to-one

                exit

                primary "sciezka"

                exit

                no shutdown

            exit

Exit

LDP configuration

  ldp

            targeted-session

            exit

        exit

    exit

RSVP configuration

 rsvp

            interface "system"

            exit

            interface "rel_s_d_srem"

            exit

            no shutdown

        exit

Service configuration

 service

        customer 1 create

            description "transmisja-testowa"

        exit

        sdp 2 mpls create

            far-end 10.130.240.2

            lsp "do_s_d_srem"

            keep-alive

                no shutdown

            exit

            no shutdown

        exit

    epipe 500 customer 1 create

Sap1/1/2 create

exit

            spoke-sdp 2:500 create

            exit

            no shutdown

        exit

 

                vpls 888 customer 1 create

            description "mulsticast-testowy"

            stp

                shutdown

            exit

            sap 1/1/4 create

                description "multicast-zrodlo"

            exit

           

mesh-sdp 2:888 create

            exit

            no shutdown

        exit

     exit

LSP

„do_s_d_srem”

To 10.130.240.2

MPLS

PATH „sciezka”   -  

domyślna trasa 

dynamicznie zestawiana

VPLS 888 customer 1

„Muticast testowy”

 mesh-sdp 2:888 create

Service

SDP 2

Far-end 10.130.240.2

SAP 1/1/4

„multicast-zrodlo”

 port 1/1/2

        ethernet

            mode access 

            access

            exit

 encap-type dot1q

        exit

        no shutdown

    exit

EPIPE 500 customer 1

„rura testowa”

 spoke-sdp 2:500 create

SAP 1/1/2

„inne-zrodlo”

7750

 path "inna trasa"

                no shutdown

            exit

            path "sciezka"

                hop 1 10.23.1.3 strict

                hop 2 10.34.1.4 strict

                hop 3 10.130.240.2 strict

                no shutdown

            exit 

lsp "do_s_d_srem"

                to 10.130.240.2

                cspf

                primary "sciezka"

                    bandwidth 10

                exit

                secondary "inna trasa"

                exit

                no shutdown

            exit

Skok 

Do 

10.130.240.2

Inna trasa

Trasa zapasowa

7750

     ldp

            interface-parameters

                interface "rel_s_d_srem"

                exit

            exit

            targeted-session

                peer 10.130.240.2

                exit

                     exit

        exit

    

LDP zestawia scieżki do 

serwisów (Dystrybucja 

ścieżek)

Logiczny interface

Punkt dystrybucyjny

VLANY

Sap 1/1/1:2000 create

                      |

                   vlan (tag)

Exit

Sap 1/1/2:0   create

                   |

                  priorytet 0 (Native) (bez tagu)

Exit

Sap 1/1/2:*    create

                   |

                  nie jest zdejmowany TAG 

Exit

Ścieżka etykiet

STP w VPLS

sdp 101 mpls create

far-end 10.0.0.30

lsp "1toALA-B1"

no shutdown

exit

sdp 102 mpls create

far-end 10.0.0.30

lsp "2toALA-B1"

no shutdown

exit

...

vpls 101 customer 1 m-vpls create

spoke-sdp 101:1 create

stp

path-cost 1

exit

exit

mesh-sdp 300:1 create

exit

stp

exit

no shutdown

exit

vpls 102 customer 1 m-vpls create

spoke-sdp 102:2 create

stp

path-cost 1000

exit

exit

mesh-sdp 300:2 create

exit

stp

exit

no shutdown

exit

...

-------------------------------

QinQ -> access uplik

ethernet

mode access uplink

exit

no shutdown

--------------------------

SAP – QinQ Vlan 2000 transport

sap 1/1/3:2000.* create

managed-vlan-list

range 110-200

exit

stp

path-cost 1

exit

exit
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